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- tional Beam
Positive Seal Optional Bea .

. Reflector array available
Light Enclosure in all spot, all flood or

combination.

LEDS| CREE High
10W)| Power LEDS
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Oversized HeatSink
Custom designed oversized
heatsink keeps LED s running
cooler and brighter while
lasting longer.

HEAT SINK
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WATERPROOF

Abrasion Resistant
unbreakable optically
clear polycarbonate lens.

/ Polycarbonate Lens
N (

Waterproof Enclosure

Custom molded rubber seal for
100%waterproof enclosure.

Light with Less Power
Patented hybrid reflector Lens Combo,
94% efficient for more light with less

power and longer life.

ong Useful Life
100+ Lumen Per Watt led's
Over 30,000 Hour life.

30,000
HOUR LIFE

( ) The Ultimate In Reliability
<¢ Damage to part of the light will only
cause LED s in that section to fail.
~——  “The Ultimate in Reliability”
Comho Beam Pattern
K 12-120° Degree Floods
6-8° Degree Spots

Super Efficient LED Power
Super efficient LED driver
circuitry allows 97% of the power
directly tothe LEDs

Universal Mounting

Brackets Pivot Vertically
For Optimal Adjustment
While Rubber Feet Control
Vibration
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Part # E (bar width) Beam LED Power # LED LED Type Output Lumens Color 12V Draw
PWS1160C 13" Combo 10W 6 Cree 60W 5,400 6K 4.26A
PWS18100C 21" Combo 10W 10 Cree 100w 9,000 6K 71A
PWS30140C 29" Combo 10W 14 Cree 140W 12,600 6K 9.94A
PWS42200C 41" Combo 10W 20 Cree 200W 18,000 6K 14.2A
PWS52240C 49" Combo 10W 24 Cree 240W 21,600 6K 17.4A
Part # Life (hours) Waterproof Material Lens Voltage A B C D
PWS1160C 30000+ IP67 Aluminum PC 10-30VDC 16.6" 4.40" 3.40" 3.00"
PWS18100C 30000+ IP67 Aluminum  PC  10-30vDC 24.6" 4.40" 3.40" 3.00"
PWS30140C 30000+ IP67 Aluminum PC 10-30vDC* 32.6" 4.40" 3.40" 3.00"
PWS42200C 30000+ IP67 Aluminum PC 10-30vDC* 44.6" 4.40" 3.40" 3.00"
PWS52240C 30000+ IP67 Aluminum PC 10-30vDC* 52.6" 4.40" 3.40" 3.00"

PRODUCT SPECS

f operating on 24V systems, the 12V relay can not be used. A 24V relay must be used.
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Protective Covers
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By PERFORTIANTE WORLD

Multi-Volt Operation Sealed Housing

N Durable Housing / Operating Voltage From |P67 Dust And Water
Al Heavy-Duty Die Cast 11~24 VDC Al Proof Housing
Aluminum

Aluminum Housing

Comho Beam Pattern
12-120° Degree Floods
6-8° Degree Spots

Universal Mounting
Brackets Slide Horizontally And
Pivot Vertically For Optimal
Adjustment While Rubber Feet
Control Vibration




TM

IE[=) -

%Le OW,
EDlL hn EENS

PWS2060C

PWS3090C

PWS40120C
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- Spot Flood Combo
1 | 1
1Jm 16m 30|m 1Jm 10‘m Sam 1m 10m 30m
W (rart # Bar Width Beam LED Power # LED LED Type Output Lumens Color 12V Draw
W |Pws1030F 11" Flood 5W 6 Cree 30W 2400 6K 2.4A
B P\ s1030S 11" Spot 5w 6 Cree 30W 2400 6K 2.4A
e PWS2060C 20" Combo 5W 12 Cree 60W 4800 6K 4.8A
v PWS3090C 30" Combo 5w 18 Cree aow 7200 6K 7.2A
= |PWS40120C 39" Combo 5W 24 Cree 120W 9600 6K 9.6A
v Part # Life (hours) Waterproof Material Lens Voltage A B C D
: PWS1030F 30000+ IP67 Aluminum PC 11-24VvDC 10.87" 2.95" 2.70" 2.25"
ﬂ PWS1030S 30000+ IP67 Aluminum PC 11-24VvDC 10.87" 295" 270" 2.25"
o PWS2060C 30000+ IP67 Aluminum PC 11-24vDC* 20.31" 2.95" 2.70" 2.25"
= PWS3090C 30000+ IP67 Aluminum  PC 11-24vDC* 29.76" 2.95" 270" 2.25"
(. ¥ PWS40120C 30000+ IP67 Aluminum PC 11-24VDC* 39.21" 295" 2.70" 2.25"
* If operating on 24V systems, the 12V relay can not be used. A 24V relay must be used.
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Optional Beam

Reflector array available
in all spot, all flood or
combination.

Super efficient LED driver
circuitry allows 97% of the power
directly tothe LED's

Light with Less Power

Patented hybrid reflector Lens Combo,
94% efficient for more light with less
power and longer life.

{‘—:;‘? Super Efficient LED Power

Oversized Heat Sink
Custom designed oversized
heatsink keeps LED s running
cooler and brighter while
lasting longer.

Polycarbhonate Lens
Abrasion Resistant
unbreakable optically
clear polycarbonate lens.

¢ Waterproof Enclosure

<. | Custom molded rubber seal for
WATERPROOF | 100 %waterproof enclosure.

Positive Sealed
Light Enclosure

30.000| Long Useful Life
Ll

HourLIFE| 100+ Lumen Per Wattled's
Over 30,000 Hour life.

CREE High
Power LEDS

The Uitimate In Reliability

J Damage to part of the light will only
cause LED’s in that section to fail.
“The Ultimate in Reliability”

Combo Beam Pattern
12-120° Degree Floods
6-8°Degree Spots

Universal Mounting

Brackets Slide Horizontally And
Pivot Vertically For Optimal
Adjustment While Rubber Feet
Control Vibration
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m Part # E (bar width) Beam LED Power # LED LED Type Output Lumens Color 12V Draw
@ [PwD216F 3" Flood 4W 4 Cree 16W 1,280 6K 1.34A
B | PwD216S 3" Spot 4w 4 Cree 16W 1,280 6K 1.34A
‘ PWD318F 3" Flood 3w 6 Cree 18W 1,440 6K 1.38A
W PwD318s 3" Spot 3w 6 Cree 18W 1,440 6K 1.38A
= PWD636C 7" Combo 3w 12 Cree 36W 2,880 6K 2.2A
(6 | PWDG636F 7" Flood 3w 12 Cree 36W 2,880 6K 2.2A
: PWDG636S 7" Spot 3w 12 Cree 36W 2,880 6K 2.2A
n PWD1272C 13" Combo 3w 24 Cree 72W 5,760 6K 4.2A

PWD20120C 21" Combo 3w 40 Cree 120W 7,200 6K 8.2A
o PWD30180C 31" Combo 3w 60 Cree 180W 14,400 6K 13A
“ PWD40240C 41" Combo 3w 80 Cree 240W 19,200 6K 17A
n PWD50288C 49" Combo 3w 96 Cree 288W 23,040 6K 18A
W|Part # Life (hours) Waterproof Material Lens Voltage A B C D
W |PwD216F 30000+ IP67 Aluminum PC 10-30vDC 3.15" 3.40" 3.25" 2.95"
B |p\wD216s 30000+ IP67 Aluminum PC 10-30vDC 3.15" 3.40" 3.25" 2.95"
“ PWD318F 30000+ IP67 Aluminum PC 10-30vDC 3.15" 3.40" 3.25" 2.95"
7)) PWD318S 30000+ IP67 Aluminum PC 10-30vDC 3.15" 3.40" 3.25" 2.95"
J=|PWD636C 30000+ IP67 Aluminum PC 10-30vDC 10.67" 4.40" 3.40" 3.00"
Y |PWD636F 30000+ IP67 Aluminum PC 10-30vDC 10.67" 4.40" 3.40" 3.00"
= PWDG636S 30000+ IP67 Aluminum PC 10-30vDC 10.67" 4.40" 3.40" 3.00"
n PWD1272C 30000+ IP67 Aluminum PC 10-30vDC 16.70" 4.40" 3.40" 3.00"

PWD20120C 30000+ IP67 Aluminum PC 10-32VDC* 24.73" 4.40" 3.40" 3.00"
° PWD30180C 30000+ IP67 Aluminum  PC 10-32VDC* 34.77" 4.40" 3.40" 3.00"
“ PWD40240C 30000+ IP67 Aluminum PC 10-32VDC* 44.81" 4.40" 3.40" 3.00"
n PWD50288C 30000+ P67 Aluminum PC 10-32VDC* 52.84" 4.40" 3.40" 3.00"
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f operating on 24V systems, the 12V relay can not be used. A 24V relay must be used.
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m Part # Width Beam LED Power # LED LED Type Output Lumens Color 12V Draw

u PWL1042F 4.60" Flood 3W 14 Epistar 42W 2,520 6K 2.86A

B |PWL1042S 4.60" Spot 3w 14 Epistar 42W 2,520 6K 2.86A

‘ PWL1748F 4.33" Flood 3W 16 Epistar 48W 2,880 6K 3.8A

u PWL1748S 4.33" Spot 3W 16 Epistar 48W 2,880 6K 3.8A
PWL1918F 6.29" Flood 3w 6 Epistar 18W 1,080 6K 1.4A

h PWL1918S 6.29" Spot 3W 6 Epistar 18W 1,080 6K 1.4A

u Part # Life (hours) Waterproof Material Lens Voltage Width Height Depth

: PWL1042F 30000+ IP67 Aluminum PC  9-32VDC 4.60" 5.50" 2.75"

n PWL1042S 30000+ IP67 Aluminum PC  9-32vDC 4.60" 5.50" 2.75"

o PWL1748F 30000+ IP67 Aluminum PC  9-32VDC 4.33" 520" 2.83"
PWL1748S 30000+ IP67 Aluminum PC  9-32vDC 4.33" 5.20" 2.83"

ﬂ PWL1918F 30000+ IP67 Aluminum PC 9-32vDC 6.29" 1.87" 2.48"

‘ PWL1918S 30000+ IP67 Aluminum PC  9-32VDC  6.29" 1.87" 2.48"
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3 Part # Width Beam LED Power # LED LED Type Output Lumens Color 12V Draw
Wl | PWL2290F 5.30" Flood 10W 9 CREE 90w 8,100 6K 6.38A
e'. PWL2290S 5.30" Spot 10W 9 CREE 90w 8,100 6K 6.38A
= [PWL2480S 7.00" Spot 5W 16 CREE 80W 7,200 6K 5.4A
L4
D (Part # Life (hours) Waterproof Material Lens Voltage Width Height Depth
B |PWL2290F 30000+ IP68 Aluminum PC 10-30vDC 5.30" 6.30" 4.88"
g PWL2290S 30000+ IP68 Aluminum PC 10-30vDC 5.30" 6.30" 4.88"
Q. [PWL2480S 30000+ IP68 Aluminum PC 10-30vDC 7.00" 9.33" 4.50"
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(Fits Models Listed Below)

PW2C

Part # (bar width)  Cover # Qty
PWS1160C 13" PWe6* 2
PWS18100C 21" Pw4* 5
PWS30140C 29" PW4* 7
PWS42200C 41" PW4* 10
PWS52240C 49" PW6* 8
Part # (bar width)  Cover # Qty
PWD216F 3" PwW2* 1
PWD216S 3" Pw2* 1
PWD318F 3" PwW2* 1
PWD318S 3" Pw2* 1
PWD636C 7" PwW2* 3
PWD636F 7" Pw2* 3
PWD636S 7" PwW2* 3
PWD1272C 13" PW4* 3
PWD20120C 21" PW4* 5
PWD30180C 31" PWe6* 5
PWD40240C 41" PW4* 10
PWD50288C 49" PW6* 8

* A=amber B=black C=clear



